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NITROUS - HWS
(HIDDEN WEIGHT SYSTEM) B

AAE’s proprietary HWS allows the archer to maintain the desired amount of forward weight while maintaining the bar’s
overall wind profile. Each Nitrous Front Bar has a built-in 2-ounce internal weight located at the weight end.

The brass internal weights allow for micro-tuning of the HWS.
HWS weights are available in: 1/2-ounce and 1-ounce Brass Weights (2-pk).

Remember that when you add brass wts. into the end caps, they will increase the

length of the front bar.
- 1-ounce brass wts. are .666" thick 1-0Z. 1/2-0Z.
- 1/2-ounce brass wts. are .336" thick BRASS WT. BRASS WT.
+ Black O'Ring’s are .1" thick (2-PK.) (2-PK.)

1-0z Black End Cap holds up to two additional internal ounces for 3-5 ounces of
weight on the front bar.

4-0z Stainless Steel End Cap holds up to three additional internal
ounces for 6-9 ounces of weight on the front bar.

The Big Rig, 8-ounce Stainless Steel End Cap
holds up to four additional internal ounces
for 10-14 ounces of weight on the front bar.

The Heavy Hauler, 15-ounce Stainless Steel
End Cap, holds up to five additional internal
ounces for 17-22 ounces of weight on the
front bar.




